
Toughest  f rame,  f ront  fo rks ,  and  deck  in  the  indust ry

Commerc ia l  welded  s tee l  decks

Commerc ia l  g rade  200f t - lbs  c lu tch

In te rna l  suspens ion  seat  w/  OPERATOR ISOLATION

23”  d r i ve  t i res

Hydro-Gear  Commerc ia l  ZT  3400  Transmiss ions

Kawasak i  FX  P remium Commerc ia l  Eng ines 
   w/  remote  can is te r  a i r  c leaner

S e e  y o u r  l o c a l  H u s t l e r  d e a l e r  f o r 
c o m p l e t e  w a r r a n t y  d e t a i l s
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Optional Accessories: Mulch Kit, 2-Bag Power Grass Catcher, LED Lights, FlexForks, Steering Extension Kit, Stripe Kit, 
       High Vacuum Deck Kit

CONSTRUCTION

FRAME 1.5” x 3” x .125” steel

FRONT AXLE Fabricated w/ sealed ball 
bearings

FRONT CASTER 
WHEELS

Heavy duty ball bearing, 
greasable

FRONT CASTER 
FORKS

Fabricated 3/8” steel

GENERAL

SEAT Custom bolstered vinyl w/ 
int. suspension, isolator, and 
armrests

FUEL CAPACITY 5 gal.

CUP HOLDER Yes

FRONT TIRE 48”: 13 x 5.0 - 5
54”, 60”: 13 x 6.5 - 6

DRIVE TIRE 48”: 22 x 9.5 - 10
54”, 60”: 23 x 11 - 10

DIMENSIONS

WEIGHT 48”: 835 lbs          54”: 860 lbs
60”: 885 lbs

HEIGHT 44.3” 

LENGTH 48”: 73.6”             54”: 74.42”
60”: 75.92”

WIDTH 48”: 49.1”             54”: 55.1”
60”: 61.1”

TIRE WIDTH 48”: 47”                54”, 60”: 52”

PRODUCTIVITY*

ACRES PER HOUR 48”: 3.49               54”: 3.93
60”: 4.36

* Number based on 80% efficiency.  This rating is to account for actual mowing  
     conditions including overlapping, turning and terrain.
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Specifications subject to change with out notice.

ENGINE

MANUFACTURER Kawasaki

HP 48”, 54” deck: 22HP* - FX691V
60” deck: 23.5HP* - FX730V
 * Per SAE J 1995

DISPLACEMENT 726cc

COOLING Air Cooled

ENGINE 
WARRANTY

3 year

DRIVE SYSTEM

TYPE Dual Hydrostatic

TRANSMISSION HydroGear ZT 3400

SPEED 9 mph

PARKING BRAKES Patented automatic

DECKS

CUTTING WIDTH 48”, 54”, 60”

CUTTING HEIGHTS 1.5”-4.5” 

DECK LIFT Foot Operated

DEPTH 5”

BLADES 3

BLADE LENGTH 48”deck:  16.5” x 2.5” x .20”
54”deck:  18.5” x 2.5” x .20”
60”deck:  20.5” x 2.5” x .20”

SPINDLES Aluminum w/ 1.0” shafts and 
sealed ball bearings

DRIVE Electric PTO Clutch

CONSTRUCTION 10ga. Fabricated

SPINDLE MOUNTS Reinforced 11ga.

IMPACT/TRIM 
AREAS

3/8” x 1” steel bar


